
DEFINE DISTANCE BETWEEN CANOPY SETS

SAVE THESE INSTRUCTIONS
Use only in the manner intended by the manufacturer. If you have any questions, contact the manufacturer. Each luminaire 
is to be used with inside driver kit. Wiring to be performed by qualified electrician only. 

Example: To install five units in series, the distance between canopy sets for the 1st (left) and 5th (right) luminaire is 1138mm 
                  (44.8 in.), and the distance between canopy sets for the 2nd, 3rd and 4th (middle) luminaires is 1200mm (47.2 in.).

Luminaire

Canopy set

1080mm (42.5 in.)
(distance between canopy sets)

1138mm (44.8 in.) 1200mm (47.2 in.) 1200mm (47.2 in.) 1200mm (47.2 in.) 1138mm (44.8 in.)

SINGLE UNIT INSTALLATION: MULTIPLE UNITS IN SERIES INSTALLATION:

1ST LUMINAIRE 2ND LUMINAIRE 3RD LUMINAIRE 4TH LUMINAIRE 5TH LUMINAIRE

Read all product labels and instructions before installing fixture. 

   Turn power off before inspection, installation or removal.
   Properly ground electrical enclosure.

   Follow all NEW and local codes.
   Use only UL or IEC approved wire for input/output connections. 

   Minimum size 18 AWG. (0.82mm2)

WARNING: RISK OF FIRE OR ELECTRIC SHOCK!
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OPTIONAL MOUNTING METHOD
CONNECTING SUSPENDED FIXTURES IN SERIES

Step 1: Open the package and check the luminaire and accessories. Wear work   
            gloves to prevent dirt and oil from being transferred to the luminaire.

Step 2: Take off the wire cover plate at INPUT side (Figure 1) and connect AC input             
            cable (Figure 2) then bundle the cable at the bottom.

Step 3: Plug the female connector of the luminaire input sides onto the male 
            connector of the AC input cable (Figure 3) (Black wire with B, Ground wire 
            with the middle and white wire with the last one). Dimming wires connect 
            according to the same wire color.

Step 4: Put the wires into the fixture and lock wire cover.

Step 5: Tighten the suspended kits screw nut with panel screw and connect top side 
            on the ceiling (Figure 4), adjust the height of the luminaire according to your             
            needs. (Figure 5)

Step 6: Turn off power.

Step 7: Connect AC input cable(the other side)into J-box. (Black wire with L, while 
            wire with N, Green wire with Ground, Purple wire with dimmer + , Gray wire 
            with dimmer - ).

Step 8: Bundle the AC input cable with suspension wire.

Step 1: For multiple units installed in series, Only the first canopy sets will have a AC 
            Input cable.

Step 2: Combines two suspension wires and tighten one suspended kits screw nut 
            with panel screw, another one to the next luminarie. Connect top side on the 
            ceiling. (Figure 6)

Step 3: Plug the male connector of the first luminaire's input sides onto the female 
            connector of the next luminaire's input side. Also connect the dimming wires.

Step 4: Put the wires into luminaires and lock them by the connect plate. (Figure 7)

Step 5: Adjust the height according to your requirement.

Figure 1

Figure 2

Figure 3

Figure 4

Figure 6

Figure 5

Figure 7

CANOPY SETS WITH AC INPUT CABLE CANOPY SETS WITHOUT AC INPUT CABLE
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Bracket Bar

White Canopy

Galv. Cable

Cable Gripper

INSTALLATION INSTRUCTIONS

Step 1: Align the holes on the bracket and screws on the J-Box, and fix the 
bracket on the J-Box. (Figure 1)

Step 2: Fix cable by screwing the black plastic. (Figure 2)

Step 3: Open the knock-out and connect the AC and dimming wires. Then 
put the cover against the ceiling. (Figure 3)

Step 4: Screw the cap into the base clockwise. (Figure 4)

Step 5: Adjust the length of the metal string and screw the cap tightly. 
(Figure 5)

Figure 1

Figure 2

Figure 3

Figure 4

Figure 5
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